
DS-K1T341A Series
Face  Terminal

learning algorithm, which helps to recognize the face faster
with higher accuracy. It also supports 

 modes:  
etc. It can be applied in  scenarios, such as buildings,
enterprises,  industries, and other important areas.

Available Model

Features

• 4.3-inch touch screen

• 2 MP wide-angle dual-lens

• Face 

• Face  distance: 0.3 m to 1.5 m

• Deep learning algorithm

• 1500 face capacity, 1,500 card capacity, 1,500  capacity (should be supported by device model) and 150,000
event capacity

• Face   ＜ 0.2 s/User; face  accuracy rate ≥ 99%

• Capture linkage and captured pictures storage

• Transmits card and user data from or to the client  via TCP/IP protocol and saves the data on the client 

• Imports pictures from the USB  drive to the device or export pictures, events, from the device to the USB  drive

• Stand-alone 

• Manage, search and set device data  logging in the device locally

• Connects to one external card reader via RS-485 protocol

• Connects to secure door control unit via RS-485 protocol to avoid the door opening when the terminal is destroyed

• Connects to external access controller or Wiegand card reader via Wiegand protocol

TTPFRT05L Series
Face Recognition Terminal

TTPFRT05L series face recognition terminal adopts deep

TTPFR05AM

TTPFR05AMF
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Dimensions

Dimension with Fingerprint Module
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Dimension without Fingerprint Module
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Contact us

Address
A-3, Sardar Patel Marg, C-scheme
Jaipur-302001 (Rajasthan)

Email
ankur@tiptopmail.com
sales@tiptopmail.com

Website
www.tiptopplanet.com
www.ahalts.com


